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NOTES: * Tested per BCAS 860900 at 40 PPM inlet      **  Add dry to wet for total pressure drop
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Media General Coalescing  Maximum Oil Pressure Drop
Grade Filtration Filtration Efficiency @  Carryover @ Rated Flow

Designation Description Rating 0.3 to 0.6 µm *  PPM w/w       Dry              Wet**

F Fine or Final 0.01 µm 99.995% 0.003 1.25 3-4

S Standard Industrial 0.01 µm 99.97% 0.008 1.0 2-3

O General Grade 0.01 µm 98.5% 0.20 0.5 1-1.5

L Pre Coalescer 0.01 µm 95.0% 0.83 0.5 0.5 -1.0
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Media Filtration General Coalescing Maximum Oil Pressure Drop @
Grade Description Filtration Efficiency @ Carryover @ Rated Flow

Rating 0.3 to 0.6 µm * PPM w/w    Dry             Wet **

GM Mist Eliminator 0.1 µm 99.97% 0.2        0.25            0.5
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1/4” through 3” Aluminum Inline Housings
Maximum Pressure: 500 PSIG
Maximum Temperature: 175°F Optional: 450°F
Seals: Nitrile Optional: Viton
Materials: Aluminum / 256 Sand Cast Heads / 6061 Drawn Bowls
Coatings: Chromated heads and bowls / Powder coated exterior
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*Insert S, O, L or F
 to designate
 Media Grade

Note: Capacity

XX - XXXX  XXX – X X 
 

 MODEL SERIES 
GC Coalescing  
GB Coalescing w/ Prefilter 
GM Mist Eliminator 
GP Particulate 
GA Adsorber 

FILTER OPTIONS 
A Auto Drain Installed  
D Delta Pressure Indicator 
G Delta Pressure Gauge 
E External Float Drain 

BASE 
FLOW 
RATING

MEDIA GRADE 
S Standard Coalescing  
O Open Coalescing 
L Loose Coalescing 

F Fine Coalescing 
Blank GP Series Filters 
Blank GA Series Filters 

HOUSING CONFIGURATION 
Blank Inline T-Type  
T3N ASME/ T-Type 3” NPT 
T4F ASME/ Floor Standing 4” NPT 
F4N ASME/ Floor Standing 4” NPT 
F6F ASME/ Floor Standing 6” Flange 
F8F ASME/ Floor Standing 8” Flange 

Model Number Nomenclature



ASME  Housings
Maximum Pressure: Large ASME = 200 PSIG Floor & Inline ASME = 150 PSIG
Maximum Temperature: Large ASME = 225°F Floor & Inline ASME = 500°F
Seals: Large ASME = Inorganic Gasket Floor & Inline ASME = Nitrile
Materials: Carbon Steel
Coatings: Enamel
Codes: Meets ASME Section VIII, Division 1
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MS-50 External Float Drain
and 28-A0019 cleanable strainer

with shut off valve

Automatic internal float drain
GFO-ADL

Differential Pressure Indicator
Available 1/4” through 1/2” Housings

Differential Pressure Gauge
Standard on  3/4” through 3”

Inline Housings

Differential Pressure Gauge
Optional on ASME Housings

GFO-DPG25
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*Particle size is based on a filtration ratio β=20.  The minimum accuracy of the measuring method used is 20% of
the limiting value of the class.
**At 14.7 psi (1 bar) absolute pressure, +70oF (+20oC) and a relative humidity of 60%.  It should be noted that at
pressures above atmospheric, the contaminant concentration is higher.

Maximum Particle
Size* (µm)

Maximum
Concentration**

ppm  (mg/m3)

Maximum
Pressure Dewpoint
       oF        (oC)

1 0.1 .08 (0.1) -94 (-70) .008 (0.01)
2 1 .8 (1) -40 (-40) .08 (0.1)
3 5 4.2 (5) -4 (-20) .83 (1)
4 15 6.7 (8) 37 (+3) 4.2 (5)
5 40 8.3 (10) 45 (+7) 21 (25)
6 - - - 50 (+10) - -

Solid Water Oil

Class
Notification as specified
in ISO8573 - 1

Maximum
Concentration**

ppm (mg/m3)

International
ISO Standards



Conversion Elements
To Fit Competitors’ Housing ZLD Series

Zero Loss Electronic
Float Drain

ZLCBD-1
Zero Loss Electronic

Float Drain

GCS Series
Condensate Oil and

Water Seperator

GAR Series
Aluminum Bar & Plate
Air Cooled Aftercooler

Great Lakes Air Products
Family of

Refrigerated Air Dryers

EDR Series
High Temperature

Refrigerated Air Dryer

GMR Fluid Power Series
Heatless Regenerative

Air Dryer
Great Lakes Air Products
Regenerative Air Dryer
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5861 Commerce Drive
Westland,  MI  48185
PH: 734-326-7080  FX: 734-326-5910
www.glair.com
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Distributed by:


